


PPPPPerferferferferfororororormance Specifmance Specifmance Specifmance Specifmance Specificaicaicaicaicationstionstionstionstions
• Surge Capacity: 160160160160160kA/phase
• UL 1449 Second Edition Listed, 1283

Recognized, and CUL
• 200KAIR Rated Fusing
• Less than 1/2 Nanosecond Response Time
• 5000 Category C3 Impulses with <10% Drift

EnEnEnEnEnvirvirvirvirvironmental Specifonmental Specifonmental Specifonmental Specifonmental Specificaicaicaicaicationstionstionstionstions
• Relative Humidity Range: 0-95% Non-Condensing
• Operating Frequency: 47 - 63 Hz
• Operating Temperature: -40o C to +65o C
• External Mount NEMA 12 Standard Enclosure

(Other NEMA enclosures are available)
• Standard Size: 20”x20”x7” (LxWxD)
• Weight: 48 Lbs.

AAAAAudibudibudibudibudible le le le le AlarAlarAlarAlarAlarm:m:m:m:m:     Will sound in the event of an alarm condition.  The red Service LED will illuminate, indicating that
the device needs service.  Press the Alarm Silence touchpad to silence the alarm.  The red Service LED will remain
on even though the alarm is silenced.  The Audible Alarm can be tested by pressing the Test touchpad.  This tests the
alarm regardless of the Alarm Silence status.  The Test touchpad tests the red Service LED and the Audible Alarm.

DrDrDrDrDry Contacts:y Contacts:y Contacts:y Contacts:y Contacts: Monitor each phase providing a summary alarm.  The contacts are terminated in a DB-9 connector.

SurSurSurSurSurggggge Counter:e Counter:e Counter:e Counter:e Counter: Monitors the occurrence of transients entering the facility through the suppressor and is supplied
with a lithium battery to provide power to the counter in the event of a power failure.

Disconnect Disconnect Disconnect Disconnect Disconnect AAAAAvvvvvailaailaailaailaailabbbbblelelelele

 SPECIFICATIONS

UL SUPPRESSED VOLTAGE RATING (SVR)

STANDARD FEATURES
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ledoM egatloVecivreS N-L G-L G-N L-L VOCM

Y021/ASP EYW,esahPeerhTV802/021 033 033 033 007 051

Y772/ASP EYW,esahPeerhTV084/772 007 007 006 0021 023

D084/ASP ATLED,esahPeerhTV084 0051 0051 575


